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ARCHITECTURAL ABBREVIATIONS GENERAL NOTES GENERAL DEMOLITION NOTES
FLR. FLOOR =
AF.F. ABOVE FINISH FLOOR F.D. FLOOR DRAIN PDU POWER DISTRIBUTION UNIT 1. THE ENUMERATION OF PARTICULAR ITEMS OF WORK IN ONE PORTION OF THE 16.  ALL DISSIMILAR METALS SHALL BE ISOLATED FROM EACH OTHER TO AVOID 1. ALL EXISTING CONDITIONS INDICATED ON THE DRAWINGS
AD ACCESS DOOR FLUOR L UORESCENT oT BAINT CONTRACT DOCUMENTS SHALL NOT BE CONSTRUED TO EXCLUDE OTHER [TEMS GALVANIC CORROSION. SHALL BE FIELD—VERIFIED BY THE CONTRACTOR. ANY
. NECESSARY OR IMPLIED THERE FROM. DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF
ADAAG AMERICAN WITH DISABILITIES 16, F0O0TING PR. PAIR 17.  NOTES APPEAR ON VARIOUS SHEETS FOR DIFFERENT SYSTEMS AND MATERIALS. THE RESIDENT ENGINEER
ACCESSIBILITY GUIDELINES FDN. FOUNDATION PNL. PANEL SHEETS ARE TO BE REVIEWED AND NOTES ON ANY ONE SHEET ARE TO BE .
AP ACCESS PANEL Fv. FIELD VERIFY PART. PARTITION 2. THE CONTRACTOR IS RESPONSIBLE FOR THE COORDINATION OF ALL PARTS OF APPLIED TO RELATED DRAWINGS AND DETAILS. 2. INDICATED LOCATIONS AND SIZE OF EXISTING ROOF
ACCESS.  ACCESSORIES F.0. FRAME OPENING PLAS. PLASTER THE WORK SO THAT NO WORK SHALL BE LEFT IN AN UNFINISHED OR PENETRATIONS IS APPROXIMATE. FIELD VERIFY ALL ROOF
ADY ADJUST /ADJUSTABLE P PLASTIC INCOMPLETE CONDITION. 18. A FINISH INDICATION ON A WALL SHALL MEAN THE ENTIRE LENGTH AND HEIGHT PENETRATIONS.
\COUST. ACOUSTIOAL o SLATE OF WALL IS TO BE FINISHED OR FIRE—RATED AS INDICATED.
. GA. GAGE OR GAUGE . SLWOOD 3. ALL WORK SHALL CONFORM TO APPLICABLE INDUSTRY AND MANUFACTURER’S 3. WHILE WORK UNDER THIS CONTRACT IS IN PROGRESS,
AT, ACOUSTICAL TILE CALY CALVANIZED PLY. WD. PUBLISHED STANDARDS FOR QUALITY OF MATERIALS AND WORKMANSHIP, AS 19, WHEN NON—DIMENSIONED PARTITIONS APPEAR IN CONJUNCTION WITH DOOR PROTECT EXISTING BUILDING GROUNDS AND CONTENTS
ARGFP  ABUSE RESISTANT GYPSUM : LBS POUNDS WELL AS, ALL REQUIREMENTS IN THESE DRAWINGS AND SPECIFICATIONS. ANY . INCLUDING ADJACENT OUTSIDE AREAS FROM DAMAGE OR
Gl GIRT LINE OPENINGS, THE DOOR WIDTH AND THE DOOR FRAME DETAILS DETERMINE THE
FIBER PANEL - PSF POUND/SQUARE FOOT CONFLICTING REQUIREMENTS OF THE SOURCES LISTED ABOVE SHALL BE LOCATION OF ADJACENT WALLS AND FRAMES HARM DUE TO THAT WORK. COORDINATE DEMOLITION WORK
ACT. ACTIVE G.P. GLOSS PAINT PS| POUND/SQUARE INCH BROUGHT TO THE RESIDENT ENGINEER’S ATTENTION PRIOR TO PROCEEDING WITH . WITH ALL OTHER ELEMENTS OF THE WORK TO ENSURE THAT
ANOD ANODIZED o oSS P.J.F PREMOLDED JOINT FILLER THE WORK: 20.  DETAILS NOT SHOWN ARE SIMILAR IN CHARACTER TO THOSE DETAILED. WHERE HE BUILDING ERVELOPE REMAINS WATERTIGHT AT ALL TIMES.
. GOVT. GOVERNMENT L . '
ALUM. ALUMINUM ovp. 8D (CWE)  GYPSUM BOARD M WORK. : REMOVED FROM THE SITE AND DISPOSED OF PROPERLY.
AB ANCHOR BOLT o
G.B.F. GYPSUM BOARD FURRING ON Q.T. QUARRY TILE b
& AND B 5. ALL ITEMS NOTED °N.I.C." ARE NOT MEANT TO BE PART OF THE CONSTRUCTION 21. THE CONTRACTOR SHALL COORDINATE ALL MECHANICAL AND ELECTRICAL FLOOR S COORDINATE WITH MEGHANICAL, ELECTRICAL, PLUMBING AND
(ANG) ANGLE - SCOPE OF WORK' AGREEMENT. AND WALL SLEEVES, CONDUIT AND ALL MECHANICAL, ELECTRICAL, PLUMBING OTHER DRAWINGS OF THIS PROJECT FOR REMOVAL OR
— . u u ! SALVAGE OF MECHANICAL AND ELECTRICAL ITEMS/EQUIPMENT.
APPD APPROVED RAISED ACCESS FLOOR 6. THE CONTRACTOR SHALL PAY FOR AND COORDINATE THE REMOVAL AND LEGAL FIRE PROTECTION, STRUCTURAL AND RESIDENT ENGINEERURAL DRAWINGS.
APPROX  APPROXIMATE Hmm Hmmwmﬁ RECEP.  RECEPTIONIST DISPOSAL OF MATERIALS AND RUBBISH. 6. THE DEMOLITION CONTRACTOR SHALL REVIEW INSTALLATION
ARCH. ARCHITECTURAL : REF. REFERENCE 22.  PROVIDE ACCESS PANELS AS REQUIRED BY APPLICABLE CODES AND AS DRAWINGS FOR NEW MATERIALS AND BE FAMILIAR WITH LIMITS
@ AT HDW. HARDWARE REINF. REINFORCEMENT L Mﬂw mmwﬁﬂﬂmﬁmmzw_%_/%m<mm__w<<p?o%_Kmmm_moz%m%momzwfw H/\Immm_wﬁm?wzzmms REQUIRED FOR MECHANICAL EQUIPMENT AND PLUMBING WORK. ALL ACCESS OF DEMOLITION. THE CONTRACTOR SHALL KNOW AND
AVC AVERAGE HGT. HEIGHT REQ'D. REQUIRED CONTRACTOR SHALL NOTIRY THE RESIDENT ENGINEER 1N WRITING OF ANY PANELS AND LOCATIONS SHALL BE REVIEWED WITH THE RESIDENT ENGINEER UNDERSTAND NEW MATERIAL INSTALLATION IN AREAS WHERE
| H HIGH REV REVISIONS /REVISED DISCREPANCIES, OMISSIONS AND/OR CONFLICTS BEFORE COMMENCEMENT OF PRIOR TO PROCEEDING. EXISTING MATERIALS ARE REMOVED.
AW ARCHITECTURAL WOODWORK . : .
INSTITUTE Hm H_Awwﬁo@o_”_\_ﬁm;h R.D. ROOF DRANN WORK. COMMENCEMENT OF WORK SHALL CONSTITUTE ACCEPTANCE OF ALL NEW 23, ALL PIPE DUCTS AND BUS DUCTS THAT PENETRATE FLOOR SLABS OR WALL 7. THE DEMOLITION CONTRACTOR SHALL BE RESPONSIBLE FOR
)77 ) RH RIGHT HAND OR EXISTING CONDITIONS. PARTITIONS SHALL BE INSTALLED IN A MANNER THAT WILL PRESERVE THE COMPLETE REMOVAL OF ITEMS NOTED INCLUDING BUT NOT
VA , HORIZ. HORIZONTAL RV ROOF VENT MOISTURE RESISTIVENESS, FIRE—RATING, AND STRUCTURAL INTEGRITY OF THE LIMITED TO SHIMS, FASTENERS, AND TRIM BACK TO
w\_mﬁwm%cm%wimm HB HOSE BIBB RM. ROOM 8. DO NOT SCALE DRAWINGS; DIMENSIONS GOVERN, LARGE SCALE DETAILS GOVERN BUILDING. mmﬂ\_ﬂ_ﬂ%k OPENING FRAMES AND FACES OF WALLS TO
V.ALC. HEATING VENTILATION & . .
ASSOCIATION, INC. VAL RO. ROUGH OPENING OVER SMALL SLALE DETAILS.  THE GENERAL LONIRAGTOR SHALL NOTIFY THe 24, THE INDICATIONS OF EXISTING CONSTRUCTION ON THESE DRAWINGS ARE
! AR CONDITIONING RB RUBBER BASE RESIDENT ENGINEER IN WRITING OF ANY DISCREPANCIES, OMISSIONS AND/OR ACRAMMATIC.  EXACT. LOCATIONS. SIZES. EXTENT AND. CONDITIONS. OF EXISTING
BM. BEAM CONFLICTS BEFORE COMMENCEMENT OF WORK . ) , 8. THE WORK IN THIS PROJECT REQUIRES PLANNED
BLK BLOCK S HEADED STUD RAF RAISED ACCESS FLOOR : CONSTRUCTION TO BE REMOVED, RELOCATED OR TO REMAIN SHALL BE VERIFIED SCHEDULING OF THE SEQUENGE OF THE WORK WITH
ALKG BLOCKING _ AT THE SITE BY THE CONTRACTOR. DEMOLITION AND DELIVERY OF MATERIALS IN A TIMELY
. IN INCH 9. UNLESS NOTED OTHERWISE, ALL GYPSUM BOARD SURFACES ARE TO RECEIVE FASHION TO ENSURE THAT THE BUILDING INTERIOR AND ITS
BD. BOARD SCW SOLID CORE WOOD ONE PRIMER COAT AND TWO COATS OF PAINT. THIS INCLUDES EXISTING . CONTENTS ARE NOT DAMAGED OR DISTURBED IN ANY WAY.
B0T./  BOTTOM OF _zom.S _Um_cofﬂ_w_v\yzzﬂmm SCHED. SCHEDULE GYPSUM BOARD SURFACES TO REMAIN. 25. INTERIOR PARTITION MOVEMENT CONTROL:
BR. BRICK NT SECT. SECTION 10.  NFPA 241, STANDARD FOR SAFEGUARDING CONSTRUCTION, AND ALTERATION A VERIICAL CONTROL JOINTS FOR ANY WAL LENGTH ARE TO OCCUR 9. CONTRACTOR SHALL WORK WITH RESIDENT ENGINEER TO
BL0G UILDING . INTERIOR <o SEMI_GLOSS PANT OPERATIONS. SHALL BE APPLIED AT NOT MORE THAN 30'—0” 0.C. IN THE HORIZONTAL DIRECTION, DEVELOP A WORK SCHEDULE SATISFACTORY TO KEEP ONE
. U UP ROOFING o SERVICE SINK . UNLESS NOTED OTHERWISE. (1) ELEVATOR IN OPERATION AT ALL TIMES.
JAN. JANITOR SHT. MET. SHEET METAL 11. WALL >ZU\O_HN CEILING ASSEMBLIES THAT ARE IDENTIFIED WITH A FIRE RESISTIVE B. THE TYPICAL MOVEMENT OF THE STRUCTURE DUE TO DEFLECTION AT
CHANNEL J.C. JANITOR'S CLOSET - SIMILAR RATING SHALL BE CONSTRUCTED AS DETAILED BY THE RESIDENT ENGINEER. THE HEAD OF THE WALL CONSTRUCTION RUNNING TO THE UNDERSIDE
i1 JOINT . OF THE STRUCTURE SHALL BE PLUS OR MINUS 1/2".
STC SOUND TRANSMISSION CLASS
CPT. CARPET JOIST SPEC. [S]  SPECFICATION 12. DIMENSIONS SHOWN ARE TO FACE OF STUD OR FACE OF CMU UNLESS
CLG. CEILING . SPECIFICALLY NOTED OTHERWISE. 26. CONTRACTOR SHALL PLAN THE WORK TO PROVIDE ADEQUATE PROTECTION FOR
C.G. CORNER GUARD TSI SFRM SPRAYED FIRE—RESISTIVE MATERIAL PERSONS AND PROPERTY AT ALL TIMES, AND EXECUTE THE WORK IN SUCH A
CTR CENTER SQ ORM  SQUARE 13 PROVIDE EXPANSION AND CONTROL JOINTS IN ALL WORK AS PER PRODUCT MANNER 10" AVOID™ ANY HAZARD O PERSORS AND PROPERTY AS NECESSARY:
¢ CENTER LINE ™ UAMINATE ST. STAIN MANUFACTURER’S STANDARDS.
cC CENTER TO CENTER G CANDING SS. STAINLESS STEEL 27.  CONTRACTOR SHALL COORDINATE THE PHASING OF THE WORK TO BE
cT CERAMIC TILE STD. STANDARD 14, THE CONTRACTOR SHALL PERFORM ALL WORK IN ACCORDANCE WITH ALL PERFORMED IN OR ABOUT EXISTING FACILITIES WITH OWNER, PRIOR TO START OF
CLR. CLEAR LAV. LAVATORY <TL STEEL APPLICABLE CODES, ORDINANCES AND REGULATORY AGENCIES AND SHALL OBTAIN SUCH WORK.
o CLEANOUT LH LEFT HAND STOR NECESSARY BUILDING AND FIRE PERMITS FROM ALL AUTHORITIES HAVING
LHR LEFT HAND REVERSE : STORAGE JURISDICTION. 98.  WHERE THERE IS A CONFLICT BETWEEN DIVISION 1 ITEMS IN THE SPECIFICATIONS
mwo. CLOSET T LIGHT STRUCT. STRUCTURAL AND THE CONTRACT BETWEEN THE OWNER AND CONTRACTOR
) COMPANY S LIGHTING SUSP. SUSPENDED 15. ALL INTERIOR FINISH MATERIALS SHALL COMPLY WITH THE REQUIREMENTS OF THE CONTRACT BETWEEN THE OWNER AND CONTRACTOR SHALL GOVERN.
COL. COLUMN oNG LONGITUDINAL U ALL APPLICABLE CODES, ORDINANCES AND REGULATORY AGENCIES.
CONC CONCRETE . o
CORR CORRIDOR G. LONG TOIL. TOILET
LVR. LOUVER TEL. TELEPHONE
CMU CONCRETE MASONRY UNIT
L.P. LOW POINT THK. THICK
CONF. CONFERENCE ,
CONST CONSTRUCTION LTTR. LONG TERM THERMAL THOLD THRESHOLD
RESISTANCE TG TEMPERED GLASS
CONT CONTINUOUS
CONTR.  CONTRACTOR \ v/ ToP-OF
cy CONTROL. JOINT MAS. MASONRY T0C TOP OF CONCRETE SECTION SYMBOLS SYMBOLS
MASONRY OPENING 1C TOP OF CURB
MANAGER T0S TOP OF STEEL [A}— EXISTING
MASONRY UNIT . ELEVATION
MATL. MATERIAL U TOUCH-UP NUMBER <B— wa Tvees ‘\ /‘ PLAN NORTH MATERIAL SYMBOLS
DET. DETAL MAX. MAXIMUM TYP. TYPICAL 4 W2)  WINDOW TYPES — AI>._.O_|_ IN m_mO._._OZv
DIA. DIAMETER @ SHEET KEYNOTE
DIM DIMENSION MECH. MECHANICAL 1234A
. DOOR DESIGNATION NUMBER
DISP. DISPENSER ”\_\_Mwsm ”\_\_mm%%m RESTANT GYPSUM " T LASORATORES “ 2 - (A 1e=07) - CEILING DESIGNATION
UNFIN UNFINISHED
D.O DOOR OPENING MIN MINIMUM U.N.O. UNLESS NOTED OTHERWISE 3 OWG. NO. WHERE [101] ROOM IDENTIFICATION /\  REVISION NUMBER
DN. DOWN MISC. MISCELLANEOUS — ELEVATION 15 DRAWN CMU RUNNING
DS DOWNSPOUT MSDS MATERIAL SAFETY DATA SHEET VERT. VERTICAL RN BOND— ELEVATION EARTH
DWG. DRAWING M.W.P. METAL WALL PANEL VEST. VESTIBULE INTERIOR ELEVATION MARK / —
DESC.  DESCRIPTION MW, MICRO WAVE VCT VINYL COMPOSITION TILE SECTION NUMBER OR \ STRUCTURAL FILL— <C
: DETAIL LETTER MODULAR BRICK—
VCB VINYL COVE BASE SECTION NUMBER \R\ k . ELEVATION GRAVEL/ STONE/ ”H
m o NIC NOT IN CONTRACT V.IR. VENT THRU ROOF A 7 ATOTTAZ0" UT \ CAB.
: NO. (#) NUMBER W _ EXPOSED &
FLEC.  ELECTRICAL OR ELECTRIC NTS NOT TO SCALE o WATER CLOSET A1011A301 AREA COVERED BY DEIAL FINSHED W00D CONCRETE/ GROUT >
EL. ELEVATION NFPA NATIONAL FIRE PROTECTION g DWG. NO. WHERE DETAIL IS DRAWN N
EW.C.  ELECTRIC WATER COOLER ASSOCIATION W.RGBB %ﬁﬁmﬁz%mw%w% CYPSUM DWG. NO. WHERE SECTION IS DRAWN DWG. NO. WHERE DETALL IS CUT w0/ E1F 5/ D
ELEVATIONS OF PR
E.R.D. EMERGENCY ROOF DRAIN DWG. NO. WHERE SECTION IS CUT T | GlAzING PLASTER/ STUCCO/ P
W E.P. EPOXY PAINT ow OPEN WER W &mﬁ%ﬂm_%_zo DETAIL MARK
o i OPP. OPPOSITE WDW WINDOW SECTION MARK RIGID INSULATION D)
EQUIP. - EQUIPMENT 0.0 OUTSIDE DIAMETER . STEEL N IN_SECTION =
g W.0. WINDOW OPENING SECTION NUMBER OR DETAIL LETTER —
EQ. EQUAL OSHA OCCUPATIONAL SAFETY AND HEALTH | SECTION
EXIST. EXISTING ACT <<“ . &_HocH ELEVATION LETTER o oo SATT INSULATION= 0/
FXP. EXPANSION /EXPOSED OFOI OWNER FURNISHED OWNER WA WIRE MESH PARTITION SECTION OR DETAIL MASONRY THERAL SA8 o L
J. (EXP. JT. INSTALLED MF. UNITS (CMU) . =~
EJ. (EXP. JT.)  EXPANSION JOINT 00D ATOTTA30T ScaLe. AT N SECTION
EXP. STR. EXPOSED STRUCTURE | OFCI OWNER FURNISHED CONTRACTOR . IN-SECTION )
EXT. EXTERIOR INSTALLED DWG. NO. WHERE DETAIL T <]
OVERHEAD YD. YARD "umém_wm%,_%z WHERE ELEVATION OR SECTION IS DRAWN CMU IN SECTION
FAC FACTORY ON CENTER DWG. NO. WHERE ELEVATION IS CUT DWG. NO. WHERE DETAIL OR - % O
. 0.H. OPPOSITE HAND SECTION IS CUT \—
FT. FEET OPNG. OPENING ELEVATION MARK FACE BRICK
FE. FIRE EXTINGUISHER _Aw_xmmﬂ@c >—
FH.C.  FIRE HOSE CABINET 0O
— FIN. FINISH <C
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